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ABSTRACT 
The present work focuses on the design of a novel tri-generation system based on 
gasification of municipal solid wastes, a solid oxide fuel cell and an ammonia-water 
absorption chiller. Tri-generation systems can be implemented in buildings such as 
hospitals and hotels, where there is a continuous and large demand for electricity, heating 
and cooling. The system is modelled in Aspen Plus and the influence of different 
operating parameters on the system performance was studied. The findings suggest that 
low air equivalent ratios and high gasification temperatures enhance the overall system 
performance. Syngas cleaning with metal sorbents zinc oxide and sodium bicarbonate for 
the removal of hydrogen sulfide and hydrogen chloride concentrations proved to be very 
effective, reducing the concentration of contaminants to < 1 ppm (part per million) levels. 
The possibility of covering the demand profiles of a specific building was also 
investigated: the system could fully meet the electricity and cooling demands, whereas 
the heat requirements could be satisfied only up to 55%. Moreover, assuming 20 years of 
operation, the payback period was 4.5 years and the net present value exceeded 5 million 
euros. 
KEYWORDS 
Gasification, Solid oxide fuel cells, Tri-generation, Absorption chiller, Municipal waste, 
Syngas. 
INTRODUCTION 
Nowadays, waste management represents a matter of crucial importance for the 
society. According to Ruggiero [1], the total amount of wastes produced in EU, 
amounted to 2.3 billion tons in 2010. The vast increase in the production of wastes
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during the last century is followed by negative consequences for the society and the 
environment. In particular, emissions of greenhouse gases constitute a serious threat for 
public health, whereas there is an important amount of raw materials that are lost due to 
the lack of efficient treatment strategies. Thus, there is an urgent need for establishing 
efficient and innovative public policies concerning the handling and exploitation of 
wastes [2]. 
Waste disposal in sanitary landfills is the main waste management method in a 
majority of countries but requires large fields and results in several environmental issues. 
The new legislations within the European Union have led to setting out of operation 
many landfill areas, which in turn has resulted in a 25% decrease of Municipal Solid 
Wastes (MSW) ending up in landfill facilities [3]. A promising alternative is the 
conversion of waste to energy. Waste-to-energy plants have gained a lot of interest lately; 
at present, the most mature technology is incineration, while gasification is still at an 
early development stage. Gasification is an advanced thermal treatment method and may 
attract more attention in the future, because it potentially presents smaller environmental 
burdens than incineration. 
During gasification process organic materials are converted  into a synthesis gas 
(syngas), a mixture containing mostly Hydrogen (H2), Carbon monoxide (CO) and 
Methane (CH4) [4]. The syngas can then be utilized in advanced power technologies such 
as fuel cells for combined production of electricity and heat. Fuel cells are 
electrochemical devices that present higher efficiencies than most conventional power 
technologies. Solid Oxide Fuel Cells (SOFC) particularly, are capable of operating in 
high temperatures (700-1,000 °C) and the resulted heat can then be used as a byproduct 
for Combined Heat and Power (CHP) applications. Furthermore, they present high fuel 
flexibility, since they can process CO and CH4 besides H2. The high fuel flexibility and 
the fact that the operating temperature range of gasification and SOFC is similar, makes 
coupling of the two technologies ideal [5]. 
Whereas CHP applications are well established and will continue growing in the 
upcoming years, research on tri-generation systems (CHCP) is more limited. The term 
CHCP generally implies the simultaneous production of heating, cooling and power by 
the same fuel input [6]. The cooling effect is usually produced through thermally driven 
refrigeration systems known as absorption chillers. The operating mode of CHCP 
systems depends on their application. For example, when installed in residential areas, 
they operate in CHP mode during the winter and the absorption chillers are only activated 
in the summer. On the other hand, the systems operate continuously in CHCP mode when 
implemented in buildings such as hospitals and hotels because of the continuous need for 
electricity, heating, and cooling. In general, the total efficiency of CHCP plants is much 
higher than conventional plants in which electricity, heating and cooling are produced 
separately. The explanation stems from the fact that in CHCP plants the same amount of 
fuel is consumed to cover all the demands, whereas more resources would be required in 
the second case [6]. 
Until now most of the studies related to CHCP systems refer to conventional prime 
movers. Denilson et al. [7] studied the performance of a CHCP plant based on internal 
combustion engine implemented in a hospital, by applying the following performance 
indicators: energy utilization factor, exergy efficiency and primary energy savings.  
Li et al. [8] analyzed a micro CHCP system based on internal combustion engine and a 
two bed silica gel-water adsorption chiller. Gas turbines as prime movers were utilized in 
the studies of [9, 10]. Particularly in [9], a CHCP system based on a natural gas turbine 
working on full and part load conditions, and a vapor compression system for 
refrigeration purposes, was analyzed. Ziher et al. [10], conducted an economic study of a 
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CHCP implemented in a Slovenian hospital. The system consisted of a natural gas 
turbine and the refrigeration load was covered either by vapor compression with cold 
storage, or absorption units. Schroeder et al. [11] studied the production of ice water from 
a CHCP, consisting of a steam turbine and an absorption unit operating on lithium 
bromide-water solution.  12. Poredos et al. [12] performed a comparison between steam 
and hot water driven absorption chillers, based on their exergetic efficiency. On the 
contrary, only few research has been conducted regarding the valorization of SOFCs as 
the prime movers in a CHCP system. Malico et al. [13] studied the design of a CHCP 
system based on natural gas fuelled SOFC coupled with an auxiliary boiler unit, in order 
to meet the energetic needs of a hospital. The system was found to be not financial 
feasible for different implemented scenarios. Weber et al. [14] investigated the Carbon 
dioxide (CO2) emissions reduction potential and the resulted costs from the 
implementation of a CHCP system based on methane fuelled SOFC, in a building in 
Tokyo. They concluded that over 30% CO2 reduction could be achieved at 70% cost 
increase compared to the conventional system. Moreover, Shaolin et al. [15] studied the 
coupling of SOFC based on methane and a gas turbine, together with an ammonia-water 
mixture introduced to recover the exhaust heat. The analysis resulted in conversion 
efficiency more than 80% under given conditions. The authors concluded that a 
thermo-economic analysis as well as an experimental study is further needed in order to 
validate the proposed system. 
In most of the studies related to SOFC based CHCP, natural gas or pure methane is 
mainly used in the fuel cell anode, as described also above. Consequently, there is limited 
number of studies regarding the utilization of alternative fuels such as syngas resulted 
from MSW gasification, and are mainly related to co-generation systems. In particular, 
Rokni et al. [16] studied an integrated system of MSW, coupled with SOFC and a gas 
turbine. A second configuration was also analyzed, by implementing a hybrid recuperator 
after the compressor and before the cathode of the SOFC in order to recover more heat 
from the exhaust gases. The second configuration proved to be more efficient achieving a 
total system efficiency of 52% under optimal conditions. The same author performed a 
thermodynamic analysis of MSW gasification, integrated with SOFC and a Stirling 
engine as a bottoming cycle [17]. Hot water production available for space heating at  
60 °C was also produced from the exhaust gases of the Stirling engine. The author 
conducted the analysis by using the mean value of seven different compositions of MSW, 
and for this value, 45% efficiency was achieved.  
Therefore, a CHCP system based on SOFC that utilizes MSW as fuel constitutes a 
new area of research, a fact that creates the incentives for the investigation of potential 
benefits arising from such a configuration. 
SYSTEM OVERVIEW 
Figure 1 shows a complete overview of the proposed CHCP system. Dried MSW is 
supplied to the gasifier, where the syngas is produced through thermochemical reactions. 
The produced gas preheats air and steam needed for gasification and drying respectively, 
and then is cleaned from undesired contaminants such as sulfur and chlorine in hot gas 
cleaning reactors. Afterwards the cleaned gas enters the fuel cell cycle, where electricity 
and heat are generated. A burner is placed after the anode to ensure complete fuel 
conversion, and the resulting gases are cooled down to provide the heat needed for the 
absorption cycle. Finally, the rest of the waste heat contained in the exhaust gases is used 
for hot water production. The heat to the desorber is transferred through a closed water 
loop, assuring a better temperature match within both heat exchangers, which are 
connected in series. Moreover, since the heat transfer coefficient of water is higher than 
the exhaust gases, a smaller size of desorber can be achieved. 
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Figure 1.  Complete overview of the CHCP system 
System efficiency 
The formula related to the calculation of the system efficiency is described in eq. (1). 
All the system’s outputs are divided by the same magnitude which is the energy content 
of the initial fuel input on a Lower Heating Value (LHV) basis. In this way it is possible 
to identify how much energy contained in the MSW is transformed into electricity, 
heating and cooling and how much are the system losses. It is important to mention, that 
the formula below is introduced in a simplified manner and the reason is to estimate the 
overall performance of the plant. An exergy based approach is required in order to 
identify the location and the real magnitude of inefficiencies occurring in the plant, apart 
from the energy losses to the environment. However, an exergy analysis is out of the 
scope of the current work: 
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In order to determine the  energy  value  of  the  waste delivered  to  a  waste  to  energy  
plant, the energy content has to be calculated. There are two methods for determining the 
energy content:  
• The Higher Heating Value (HHV); 
• The Lower Heating Value (LHV). 
The HHV relates to the complete combustion of a fuel from an initial state of 25 °C 
and the return of the combustion products to the initial state. In this way the latent heat 
produced from the vaporization of the water contained in the fuel, is considered in the 
Journal of Sustainable Development of Energy, Water  
and Environment Systems 
Year 2018 
Volume 6, Issue 1, pp 13-32  
 
17 
overall heating value. On the contrary, LHV refers to the complete combustion of a fuel 
from an initial state of 25 °C and the return of the combustion products in the temperature 
of 150 °C by cooling. The heat of water vaporization in this case is not taken into account. 
The calculation of these two values can be performed either by knowing the chemical 
analysis found by conducting experiments, either in the laboratory by using a bomb 
calorimeter. In the case of known chemical analysis, well known equations are 
introduced in order to calculate HHV and LHV respectively [16, 17]. The elements in  
eq. (3) represent percentage by weight (ww%) in the fuel on a dry basis: 
 
HHV = 0.341 C + 1.322 H' − 0.121O' + N'4 + 0.0686 S − 0.0153 Ash  1
MJ
kg
4 (3)
 
LHV = HHV11 − Moisture4 − 2.447 Moisture  1
MJ
kg
4 (4)
Aspen Plus simulator 
The building of the complete CHCP model was developed in Aspen Plus simulator. 
Aspen Plus has been widely used for modelling complex steady-state processes in the 
fields of chemical and petrochemical engineering. It includes a large library of blocks 
such as compressors, heat exchangers and reactors that represent most operations in 
industrial processes. Furthermore, it constitutes of a large property databank containing 
information about thermo physical properties of different chemical substances and 
mixtures. The calculations related to the chemical reactors are performed based on the 
assumption of minimization of Gibbs free energy. It is assumed that the gas streams in the 
gasification and fuel cell sections have an ideal gas behavior (IDEAL property method). 
SOLID method was implemented regarding the modelling of sorbents in gas cleaning 
reactors. The fluid property package developed by REFPROP was used to model the 
absorption cycle system, as the working fluids are highly non-ideal mixtures for which 
reference equations of state are preferred over conventional ones. 
METHODS 
Gasification is a thermo-chemical process during which a carbonaceous feedstock is 
converted into a combustible gas by the supply of a gasification agent in a 
high-temperature environment [18]. It can also be described as a partial oxidation 
process, since the amount of oxygen is lower than the one needed for stoichiometric 
combustion [3].  
Compared to the traditional method of incineration related to thermal waste 
treatment, gasification shows a number of significant advantages. Firstly, gasification is 
considered to be much cleaner technology regarding the level of emissions produced. 
More specifically in the incineration process, the combustion environment favors the 
formation of oxides of Sulfur (SOx), oxides of Nitrogen (NOx) and heavy metals  which 
are considered to be major air pollutants. Furthermore, the ability of implementing 
gasification systems close to the waste source and to the end users saves significant costs 
regarding transportation and hauling of wastes, as well as it contributes to the promotion 
of decentralized heat and power production. Compared to the gas product of incineration 
technology, which can only be utilized in a boiler in order to produce steam destined to 
fuel a turbine, syngas on the contrary, can be utilized in various applications. Particularly, 
syngas can supply gas turbines, internal combustion engines, as well as fuel cells if it is 
totally pure, for the generation of heat and electricity. Furthermore it can be the base for 
the production of valuable chemicals, fuels and fertilizer products. 
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The main reactions happening during the gasification stage are illustrated below.  
Eqs. (5-7) are known as oxidation or combustion reactions and they are highly 
exothermic, thus they provide the heat needed for the endothermic reactions happening 
inside the gasifier. Eq. (8) is the water-gas reaction; it is reversible and endothermic, 
meaning that a lot of energy is needed for its accomplishment. The operating conditions 
that favor this reaction are high temperatures and low pressures respectively. Eq. (9) is 
known as Boudouard reaction and contributes also to the gasification of carbon. If higher 
concentration of CO is desired, then the operating conditions favoring this specific 
reaction are high temperatures and low pressures. Eq. (10) represents the water-gas shift 
reaction where carbon monoxide reacts with steam in order to produce hydrogen and 
carbon dioxide. Based on the fact that hydrogen is characterized by higher energy content 
this reaction is highly aimed. During methanation reaction denoted in eq. (11) methane is 
produced. A higher methane concentration can be achieved in a low temperature and high 
pressure environment. Finally, eq. (12) relates to the steam reforming reaction of the 
produced methane, with hydrogen and carbon monoxide as products. It is highly 
endothermic and thus it is favored in higher temperatures: 
 
C 
1
2
 O' → CO  with ∆H
J = −110.5 
kJ
mol
 
(5) 
 
C + O' → CO'  with ∆H
J = −398.8 
kJ
mol
 
(6) 
 
H' +
1
2
 O' → H'O  with ∆H
J = −242 
kJ
mol
 
(7) 
 
C + H'O ↔ H' + CO  with ∆H
J = 131.3 
kJ
mol
 
(8) 
 
C + CO' ↔ CO  with ∆H
J = 172.5 
kJ
mol
 
(9) 
 
CO + H'O ↔ H' + CO'  with ∆H
J = −41 
kJ
mol
 
(10) 
 
C + 2H' ↔ CH)  with ∆H
J = −74.8 
kJ
mol
 
(11) 
 
CH) + H'O ↔ 3 H' + CO  with ∆H
J = 206 
kJ
mol
 
(12) 
Gasification modelling 
Determination of the given input parameters to the system is based on the following 
assumptions. The gasifier is of the downdraft type, in isothermal, steady-state conditions 
and chemical reactions reach their equilibrium [18-21]. MSW at the ambient conditions 
(T = 15 °C and p = 1.013 bar), with a rate of  
 = 130 kg/h after drying and moisture 
content 10% [22] enters a downdraft gasifier. The gasifier, where the decomposition of 
the fuel takes place followed by the combustion and gasification processes, operates at 
800 °C and in atmospheric pressure. Ambient air is first compressed and then preheated 
before it is supplied into the gasifier. The produced syngas is then processed through the 
cleaning system, where Hydrogen chloride (HCl) and Hydrogen sulfide (H2S) are 
reduced to the desired ppm levels. 
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The physical and chemical composition of MSW is derived from [23] and consists of 
52% plastics, 10% textiles, 22% food waste and 16% paper. The volatile matter content 
was taken as an average value of the data found in [24] due to the lack of information. 
The author of [23] studied the chemical as well the physical composition of the waste 
produced in the National Hospital of Taiwan, thus it is considered representative for 
modelling hospital solid wastes. The chemical composition of waste is displayed in  
Table 1. 
 
Table 1. Chemical composition of MSW 
 
Syngas cleaning  
Syngas produced through gasification contains different kinds of impurities such as 
particles, tars, sulfur, chlorine compounds and alkali metals, which can poison the 
catalysts used in the fuel cells. Pretreating the syngas is crucial to ensure high system 
performance and life expectancy [25]. The cleaning methods can be divided into two 
types, depending on their operating range: cold (below 200 °C) and hot (possibly above 
500 °C) gas cleaning [25]. Cold gas cleaning requires additional heating and cooling 
compared to hot gas cleaning, which results in an efficiency penalty and can generate 
waste streams that need further treatment. Hot gas cleaning may be more energy-efficient 
but is not a mature technology. Gas cleaning systems related to syngas produced from 
waste gasification are in general terms much simpler when compared to coal gasification. 
The feedstock supplied to the gasifier does not contain large particles, since they have 
been usually removed through recycling process, before the feedstock is fed to the 
gasifier. Alkali metals, such as potassium and sodium, are not present in the given MSW 
composition and consequently only the removal of HCl and H2S compounds is taken into 
consideration. HCl can be removed in an absorption process by using calcium or sodium 
based sorbents, whereas metal oxides such as Zinc (Zn) and Molybdenum (Mo) can be 
used for the H2S removal. Other particles can be removed in a high-temperature filter 
prior to HCl and H2S catalysts. In this study the use of the sorbent Sodium bicarbonate 
(NaHCO3) for HCl removal to few ppm level is determined, since it has proved to be very 
effective (99% of HCl removal) within a temperature range of 350-500 °C [26]. 
Similarly, H2S, which is the most common sulfur-derived compound in the synthesis gas 
[26], is removed by absorption with commercially available sorbent Zinc oxide (ZnO) in 
temperatures between 350-450 °C [27-30]. 
Fuel cells and Solid Oxide Fuel Cells modelling 
Fuel cells produce electricity directly from the fuel oxidation process, which can 
result in higher system performances. The electrical efficiencies range between 40 and 
Property 
 
Value 
Proximate analysis [ww% dry basis] Volatile matter 83 
 
Ash 6.45 
 
Fixed carbon 10.55 
Ultimate analysis [ww% dry basis] C 54.09 
 
H 8.2 
 
O 24.12 
 
S 0.04 
 
N 1.3 
 
CL2 4.3 
Lower heating value dry basis [kJ/kg] 
 
15,600 
Moisture [%] 
 
38 
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55%, while the fuel utilization factor can reach up to 80% in CHP mode [17]. Meanwhile, 
the efficiency of internal combustion engines is approximately 30% and therefore, the 
introduction of fuel cell technologies in the power generation system can be highly 
beneficial. Fuel cells are characterized by low noise due to the lack of moving parts and 
very low emissions compared to other conventional technologies [5]. 
The calculation of the SOFC electrical output is based on the work of Zhang et al. 
[31]. The challenge of creating a SOFC model in Aspen Plus software lies on the fact that 
there is no model available in the software’s component library. Thus, the author 
introduced an alternative method for the design of a tubular SOFC, by utilizing the 
existed building blocks of Aspen Plus. Afterwards, it was validated by performing a 
comparison to a Siemens-Westinghouse 100 kW class tubular SOFC stack. 
The main input data is presented in Table 2. The electrical output results from an 
energy balance conducted in the anode reactor, taking into consideration the heat 
produced from the electrochemical reactions, the amount of air needed to keep the 
operating temperature of the cell stable, as well as an assumed percentage of 2% of heat 
losses. The SOFC operates in isothermal (780 °C) steady-state atmospheric conditions. 
Syngas is compressed and preheated to 650 °C before entering the fuel cell on the anode 
side. The inlet gas composition (mol%) is: H2 34%, CO 20%, CH4 0.04 %, Nitrogen (N2) 
27.14%, H2O 11.3%, CO2 7.47%. Similarly, the ambient air entering the SOFC is first 
compressed and preheated to 600 °C. The flow leaving the SOFC on the anode side 
(off-fuel) still contains some unburnt fuel (depending on the fuel utilization factor UF), 
which is burned in a catalytic burner where the depleted air (off-air from cathode), is also 
processed. The value of UF, set to 0.85, is taken from [31, 32]. The assumptions of the 
SOFC temperature inlets have been reported in [17]. Waste heat from the exhaust gases is 
used to drive the absorption plant as well as the hot water production. The off-gases after 
the burner are cooled to 150 °C in order to provide heat for the absorption cycle, while 
they are cooled to 100 °C for hot water production, thus avoiding acid gases 
condensation. The desired domestic hot water temperature is 55 °C and the isentropic 
efficiency of the compressors is 70%. 
 
Table 2. Input data to SOFC cycle 
 
Parameter Value 
Operating temperature in SOFC [°C] 780 
Operating pressure in SOFC [bar] 1.17 
Utilisation factor  (UF) [-] 0.85 
Fuel inlet temperature [°C] 650 
Air inlet temperature to SOFC [°C] 600 
Mass flow of air [kg/sec] 1.04 
Cooling temperature of burner’s exhausts [°C] 150 
Absorption chillers and modelling of single stage ammonia-water cycle 
Refrigeration systems based on vapour absorption cycles are a well-known 
technology, but their market share is still limited compared to the vapour compression 
systems, because of their low efficiency and high capital costs. Typical values of the 
Coefficient of Performance (COP) for absorption cycles range between 0.5 and 1.5, while 
they exceed 3 in the case of vapour compression cycles [33]. Albeit their disadvantages, 
the utilization of absorption cycles is significantly favoured when waste heat is available, 
especially if hot exhaust gases resulting from industrial processes are directly discharged 
in the surroundings. The integration of absorption chillers which utilize this heat that 
otherwise would be wasted, can lead to an increase in the overall plant efficiency. 
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An ammonia-water rich solution consisting of 60% H2O and 40% Ammonia (NH3) on 
a molar basis, is pumped to the desorber after internal heat recovery with the hot weak 
solution (poor concentration of ammonia). Heat from the burner exhausts is introduced to 
the desorber resulting in partial evaporation of ammonia and water. In the outlet of the 
desorber the mixture generally contains about 5-10% water on a mass basis, thus further 
decrease in the water concentration is needed. This is achieved through cooling and 
condensation in the rectifier. As a result, almost pure ammonia mixture is led to the 
condenser where it is transformed into a liquid solution. A Vapor-Liquid Heat Exchanger 
(VLHEATEX) is implemented afterwards in order to sub cool the mixture, which then 
enters in an expansion valve where its pressure is decreased to the low pressure level of 
the cycle. The weak ammonia-water solution exiting the desorber is mixed with the water 
removed in the rectifier. It is then expanded and mixed with ammonia exiting the 
vapor-liquid heat exchanger in the absorber, thus closing the cycle. The rectifier 
temperature, as shown in Table 3, is set to 95 °C in order to achieve an ammonia purity of 
98% in the gas phase at the outlet. The mass flow of the solution is adjusted to achieve the 
desired temperature of 105 °C in the desorber, based on the waste heat available of  
266 kW. The evaporator and condenser temperatures are deduced from the constraint 
related to the assumed minimum temperature difference of 5 K in the heat exchangers.  
The assumptions needed for a realistic modelling of the absorption cycle are as 
follows:  
• Saturated liquid conditions in the outlet of the absorber and the condenser; 
• The cooling medium in the evaporator is air which is cooled from 25 °C to  
22.5 °C, based on the environmental conditions for thermal comfort [34];  
• Water in initial temperature of 15 °C is used as a cooling medium in the absorber, 
rectifier and condenser. 
 
Table 3. Input conditions of the absorption cycle 
 
Parameter Value 
Condenser temperature [°C] 35 
Evaporator temperature [°C] 17.5 
Rich solution [kg/sec] 1.78 
Desorber temperature [°C] 105 
Rectifier  temperature [°C] 95 
Heat input to the desorber  [kW] 266 
Pressure condenser  [bar] 13.23 
Pressure evaporator [bar] 2.01 
Sensitivity analysis 
A sensitivity analysis needs to be performed in order to identify the impact of varying 
parameters on the system efficiency. The parameters to be varied are the Air Equivalent 
Ratio (AER) and the operating temperatures of the gasifier and desorber respectively. 
Techno-economic analysis 
Apart from the thermodynamic analysis of the studied system, a techno-economic 
analysis is also performed to investigate the cost effectiveness of the plant. The data 
related to the Purchased Equipment Cost (PEC) stems from [35-38]. The unit cost is in 
(USD_2015). The cost estimation of SOFC, which is not yet in the market, builds on the 
following considerations. The cost of SOFC is calculated from eq. (14) based on the 
study of [40] which was derived for serial cell production in a future scenario. It should 
be noted that such hypothesis may change in the future and the authors use this relation 
since no other relation can be found in the open literature. At present, the cost is four 
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times larger due to non-commercialization. Regarding the purchased cost of the gasifier, 
a number of fixed-bed applications have been recorded around the world and cost 
estimates are available in the literature. Absorption technology is a mature technology 
and the related cost data is readily available as well.   
In eqs. (13-16) the cost correlations related to gasifier, SOFC, absorption chiller and 
counter flow heat exchanger respectively, are presented. In eq. (13)  
  refers to the 
mass flow (kg/sec) of dried MSW entering the gasifier reactor. The terms O%!! and 
P%!! in eq. (14) relate to the number of cells within a stack as well the diameter of each 
cell in (m). The cost factor Q% in eq. (15) depends on the heat source as well as from the 
chiller’s single or double effect. For a single effect absorption chiller and water as the 
heat source which is the case of the specific study, the cost factor is determined to be 1.  
The term R refers to the heat transfer area, which is calculated in eq. (17). Q is the 
heat exchanger duty in (W), LMTD is the mean logarithmic temperature difference in 
every heat exchanger and U (W/m2K) is the overall heat transfer coefficient. The values 
of U depend on the working fluids and the considered values are taken from literature. 
Finally the correlations related to other components of the plant such as compressors, 
pumps are well known, thus there is no need of mentioning them and can be found in the 
references stated above: 
 
       STU = 2.9 × 10
W 13.6 
 4
X.Y
 
(13)
 
S"Z,J% = 1O%!! \ P%!!]%!!4 12.69 ^J% − 1,9074 (14)
 
S = Q% 4 × 10
) 1


70
4X.W)( (15)
 
S = 130 1
R
0.093
4X.Y_ (16)
 
where: 
 
       R =


`abc
 
(17)
 
The costing method, for the calculation of the Total Capital Investment (TCI) is 
described thoroughly in [39] and presented in Figure 2. The TCI is the sum of Fixed 
Capital Investment (FCI) and other outlays which are referring to the start-up costs and 
the licensing of a project as well as to the working capital. Working capital relates not 
only to the payment of salaries but also to the expenses associated with materials, fuels 
and different kinds of prerequisites regarding the operation. FCI is the sum of Total 
Direct Costs (TDC) and Total Indirect Costs (TIC), respectively. TDC are further divided 
in onsite and offsite costs. The former costs are associated with the Purchased cost of 
Each Component (PEC), the installation costs and the equipment needed for system 
controlling. The latter costs refer to service facilities such as water and electricity utilities 
and the civil and architectural work. Finally TIC relates to the oversight of the system,  
the arrangement of any uncertainties or risks that will arise during the project and the 
costs that are destined for the contractor’s payment. 
The calculation of the Annual Investment (ACI) is essential to understand the 
different capital costs involved in the installation and maintenance of the plant. First,  
the operating time of the plant is considered to be 20 years. The maintenance factor 
(fMaintenance) refers to the deterioration of the equipment along the operating years and the 
consequent adding costs that arise for service and maintenance. The chosen value is 1.1% 
and has been retrieved from [37]. The factor of discount rate (fDiscount) has to do with the 
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costs that stem from the fact that the money for the construction of the plant shall be 
borrowed. Even if the money is supplied from internal sources, there is still an 
opportunity cost, since the money could be utilized elsewhere or even deposited in to a 
bank [40]. The value of 5% is selected from [41] and refers to a socio-economic 
perspective. The inflation factor, which is the price level changing rate over the years, is 
taken to a typical value of 2%. Finally, the last two factors, fInsurance and fTaxation are related 
to the impacts of taxation and insurance elements on the annual investment.  
The corresponding values of 0.2% and 0.54% have been reported in [40].  
 
 
 
Figure 2. Overview of TCI calculation 
 
Eqs. (18-22) describe the formulas for the calculation of different costs based on the 
factors explained above: 
 
Sc" 
TCI

 (18) 
 
S" 
TCI

  f" (19) 
 
Sc"  =
TCI

  fc"  (20) 
 
Sb =
TCI

 fb (21) 
 
Sg " =
TCI

 fg " (22)
Total Capital 
Investment (TCI)
Fixed Capital 
Investment (FCI)
Total Direct 
Costs (TDC)
Onsite costs
- Purchased 
Equipment Cost 
(PEC)
- Installation 
equipment
- Piping
- Instrumentation 
and control
- Electrical 
equipment
Offsite costs
- Land
- Civil, structural & 
architectural work
- Service facilities
Total Indirect 
Costs (TIC)
- Engineering & 
supervision
- Construction costs 
& contractor's 
profit
- Contigency
Other outlays
- Start up costs
- Working capital
- Licencing (R&D)
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The annual capital investment (CACI) is simply the sum of the different costs as 
presented in eqs. (8-16): 
 
S%g    Sc" + S" +  Sc"  +   Sb + Sg " (23)
RESULTS AND DISCUSSION 
The net electrical output of the system is 376 kW, calculated as described in eq. (2). 
Furthermore, cooling effect created in the absorption system amounts 154 kW, while the 
heat duty in HEATEX6 results in 60 kW. The initial energy input to the system, which is 
the product of the mass flow (kg/sec) and LHV (kJ/kg) of MSW is 810 kW. Thus, 
according to eq. (1) the system efficiency is approximately 73%. A summary of the 
results is given in Table 4. The removal of HCl is accomplished in a two-stage cleaning 
process. The mass flow rate of sorbent NaHCO3 is 0.0034 kg/sec and the temperature 
within the reactor is assumed to be 450 °C, in atmospheric pressure. Regarding the 
removal of H2S one stage cleaning reactor is implemented in the same operating 
conditions. The mass flow of ZnO sorbent is set to 5 × 10−5 kg/sec. Both compounds are 
reduced down to less than 1-ppm levels.  
 
Table 4. Efficiency and system outputs 
 
System output Value 
	
 [kW] 376 

 [kW] 154 

 [kW] 60 
 
 [%] 73 
Effect of gasification temperature 
The operating temperature inside the gasifier is a very crucial parameter regarding the 
gasification process since it greatly affects the syngas composition. In Figure 3 the trends 
of the different chemical elements are illustrated while varying the gasifier temperature in 
the range of 650-950 °C. It can be observed that the H2 content increases slightly from 
650 °C to 700 °C, where it starts to decline. CO shows a significant increase from 22.5% 
to 32.5% (40% increase), while CO2 follows the opposite trend with a 45% decrease 
(from 22% to 12%). The CH4 content decreases with an increasing temperature, while the 
water fraction rises from 700 °C and forward (24% increase). The diverse trends in the 
syngas composition can be explained by the thermochemical reactions occurring inside 
the gasifier. The increase in the gasification temperature favors the products of the 
endothermic reactions, meaning that the hydrogen content increases due to water-gas and 
steam reforming reactions. The small reduction of the produced hydrogen, from the 
temperature of 700 °C and so forth, results from the lack of methane. The same reactions 
that favor the production of H2, are responsible for the CO increase, together with the 
Boudouard reaction. The constant decrease of the methane content results from the 
predominance of the steam reforming reaction at higher temperatures. Furthermore,  
the decrease of CO2 can be attributed to the facilitation of Boudouard reaction in the 
expense of the combustion reaction of carbon. Finally, steam is consumed in the 
water-gas, water-gas-shift and steam reforming reactions. After the temperature of  
650 °C, the flow of CH4 decreases dramatically, limiting the steam reforming reaction. 
Furthermore, the increase in gasifier temperature impedes the water-gas-shift reaction, as 
it is mildly exothermic. These two aspects explain the upward trend of H2O. In general, 
higher operating temperatures of the gasifier are more preferable since syngas with high 
heating values is produced. On the other hand, too high temperatures can cause ash 
agglomeration inside the gasifier. 
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Figure 3. Effect of gasification temperature on syngas composition 
Effect of Air Equivalent Ratio 
The term AER is coined for the ratio between the air which is introduced in the 
gasifier and the necessary amount of air to achieve stoichiometric combustion.  
In Figure 4a the effect of AER on the syngas composition is illustrated. CO shows a large 
decrease of 79% (from 29.4% to 6.2%), while CO2 rises from 15.6% to 20% (28% 
increase) as the AER varies from 0.2 to 0.6. The trends of CO and CO2 can be attributed 
to combustion reactions. In practice, larger values of AER mean higher amounts of 
oxygen inside the gasifier, something that favors the combustion reactions. Complete 
carbon combustion is favored over partial combustion because of the higher oxygen 
concentration, which explains the increase of CO2 and the decrease of CO. H2 also 
decreases from 3.6% to 0.8% (78% decrease), whereas H2O increases by 32% (from 10% 
to 13.3%). The downward trend of H2 can be ascribed again to the dominance of 
combustion reaction of hydrogen, which causes also the rise of H2O fraction as the AER 
increases. The percentage of methane is also lowered but its percentage is very low and 
thus it is not possible to show it in Figure 4a. In Figure 4b the impact on the system’s 
outputs when varying the AER is depicted: an increase in AER has a negative effect on 
the system efficiency. Particularly, net power production decreases in higher AERs.  
The same applies to the cooling effect, since less heat is transferred to the absorption 
system from cooling the exhaust gases exiting the burner. Heat duty in HEATEX6 
depicts a constant trend since the same mass flow of exhaust gases enter the heat 
exchanger where the ambient water is heated up to 55 °C. System efficiency drops from 
73% to 38% with an increase of the AER from 0.2 to 0.6. In general terms, the AER 
should be as low as possible to avoid the complete combustion of fuel, while ensuring in 
the same time complete conversion of carbon. 
 
 
 
Figure 4. Syngas composition versus AER (a); electrical, heating and cooling outputs  
versus AER (b) 
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Effect of desorber temperature 
In Figure 5 the effect of varying the desorber temperature on the cooling effect 
created in the evaporator, as well as on system efficiency, is presented. Since the changes 
made will only affect the absorption cycle, it is needless to show net electrical output and 
heating duty which shall remain stable. The optimal cooling output and thus the highest 
system efficiency is pointed at the temperature of 105 °C, 154 kW and 73%, respectively. 
 
 
 
Figure 5. Cooling output and total system efficiency versus desorber temperature 
 
In general terms, higher desorber temperatures lead to lower ammonia concentrations 
because of water evaporation, although more ammonia goes to the gas phase, leading to a 
lower cooling effect. This trade-off between the higher ammonia flow rate and lower 
concentration in the solution results into the peak of the absorption cooling effect 
observed at 105 °C. 
Cost of the system 
The TCI of the complete system amounts to about USD 2,326,000. The PEC is  
USD 540,200 while the ACI, based on eq. (23), is 81,400 USD/year. The fuel cost, which 
is, in this case, municipal solid waste, is taken to be zero. In Table 5 the purchased costs 
of the most expensive components are illustrated. 
 
Table 5. Purchased costs of the most expensive components 
 
Component Value [USD] 
SOFC 300,000 
Downdraft gasifier 69,378 
Absorption unit 61,376 
HEATEX 4 29,658 
HEATEX 6 15,503 
H2S removal reactor 7,800 
HCl removal reactor 7,760 
CC 4 7,200 
FEASIBILITY STUDY 
CHCP systems are well-suited for buildings where there is simultaneous need for 
electricity, heating and cooling demand. The aim of the present case study is to 
investigate the potential benefits of implementing the studied system and also the 
economic feasibility of the project. More specifically, a demand profile of a selected 
building has been derived from [41] and is shown in Figure 6. As it is observed, the 
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electricity demand has an approximate stable profile during January-March and 
October-December, whereas it displays a significant decrease from June to September. 
The cooling demand exists only for five months, from May to September, while the 
heating demand is present throughout all the year with fluctuations. 
 
 
 
Figure 6. Demand profiles of the chosen building [42] 
 
The consumption of MSW is adjusted to cover the peak electricity demand, and a 
natural gas boiler is used to cover the remaining heating demand, if existent. The cooling 
effect is covered by the ammonia vapor compression cycle. The electricity needed to run 
the refrigeration cycle is not included in the electricity profile of Figure 6. The prices of 
natural gas and electricity are assumed to be 0.068 EUR/kWh and 0.203 EUR/kWh, 
respectively. They are extracted from [43], by taking the average prices in European 
Union (EU-27) for the year 2014, accounting for households-services. It is assumed that 
this system has a lifetime of 20 years for an annual operation of 8,760 hours.  
The dollar-to-euro conversion factor is taken to be 0.9 EUR/USD. 
The initial mass flow of MSW is adjusted to 90 kg/hour before drying, which 
corresponds to a net electric power capable of satisfying the peak demand of 150 kW 
observed in Figure 6. The energy required to drive the compressor of the vapor 
compression cycle was performed in software COOLPACK, by giving as inputs the same 
condensation and evaporation temperatures considered in the absorption system 
modelling above and ammonia as the refrigerant. The ideal COP for the desired 
temperature lift is 16.6, while the required compression work is 7.2 kW, for a cooling 
effect of 72 kW [eq. (24)]. The Carnot efficiency is calculated in eq. (25) and is in 
agreement with the values described in [44]: 
 
COPi! 
Cooling effect
$

= 10 (24) 
 
m% =
COPi!
COPgn!
= 0.6 (25) 
 
It is important to mention here that the values of demand profiles taken into account, 
relate to the average values throughout the year (135 kW for the electricity, 220 kW for 
heating and 72 kW for cooling). The system runs in co-generation mode during the 
months when cooling demand does not exist. The change in mode is made by bypassing 
HEATEX5, which corresponds to the heat transfer to the desorber. An interesting aspect 
is that the system shows higher efficiency when operating in CHP mode instead of CHCP 
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mode. This results from the fact that more heat is produced in CHP compared to the sum 
of heating and cooling outputs in the CHCP mode. The system efficiency in CHCP mode 
amounts 75%, while the respective one of CHP mode results in 94%. 
Energy savings 
Regarding the energy savings if the system is to be implemented, it is observed the 
electricity and cooling demand of the building are fully covered. Excess electricity can be 
sold to the grid, but, since the case study focuses primarily on the energy savings, no 
further research will be conducted regarding the electricity market. The heating demand 
is covered up to 55% and the rest is supplied by a natural gas boiler. The average heat 
demand is 1,927,200 kWh, while the heat produced from the system is 1,061,856 kWh. 
The annual cost of natural gas needed in the boiler amounts 43,267 EUR/year. 
 The Payback Period (PBP) and Net Present Value (NPV) in Table 6 are calculated in 
order to investigate the economic feasibility of this system. The former indicator is a 
simple form of financial analysis, which takes into account the capital cost of the 
investment and compares it with the annual revenues that the system would create. The 
latter indicator allows the future value of cash flows to be adjusted to a reference year by 
applying an interest rate. The TCI reaches about 1,358,770 EUR, while the PBP is 4.5 
years. The earnings from the energy savings are approximately 5 M EUR, based on the 
NPV for the system lifetime. 
 
Table 6. Energy savings and PBP 
 
Average electricity usage [kWh/year] 1,208,520 
Average heat usage [kWh/year] 1,927,200 
Average cooling usage [kWh/year] 259,200 
Annual electricity cost [EUR/year] 241,704 
Annual natural gas cost [EUR/year] 96,360 
Total energy bill [EUR/year] 338,064 
Average electricity generated [kWh/year] 1,314,000 
Electricity purchased from the grid [EUR] 0 
Annual cost of electricity purchased [EUR] 0 
Average heat generated [kWh/year] 1,061,856 
Heat produced from natural gas boiler [kWh/year] 865,344 
Annual cost of purchased natural gas [kWh/year] 43,267 
Average cooling generated (kWh) [kWh/year] 259,200 
Cooling produced from vapor compression chillers [kWh/year] 0 
Annual cost of electricity [EUR/year] 0 
Annual energy bill (system implementation) [EUR/year] 43,267 
Annual energy savings [EUR/year] 294,797 
System capital cost [EUR] 1,513,000 
PBP (years) 4.5 
NPV [M EUR] ~ 5 
CONCLUSIONS 
The objective of the present study is to investigate the performance of a novel CHCP 
system based on MSW gasification coupled with a SOFC and an ammonia-water 
absorption chiller. CHCP systems are a considerable option when implemented in 
buildings such as hospitals, hotels and airports, where there is a continuous and large 
demand for electricity, heating and cooling. Different parameters were varied to 
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investigate their impact on the system efficiency. The AER is shown to be a very 
important parameter regarding the gasification process, since it greatly influences the 
heating value of the fuel, which decreases sharply with higher AERs, resulting in lower 
system efficiencies. Moreover, higher gasification temperatures favor the production of a 
syngas characterized by larger energy contents. Hot gas cleaning method by the injection 
of sorbents ZnO and NaHCO3 displayed very good performance, as the concentrations of 
H2S and HCl in the syngas are decreased below 1-ppm levels prior to the SOFC.  
An investigation of whether it is feasible to implement the system on a selected building 
was also conducted. Since it was not possible to acquire the energy demand data from the 
same hospital that the waste composition was taken into consideration, a demand profile 
from a building found in literature was selected. The techno-economic analysis showed 
that the system could successfully cover the electrical and cooling demands, whereas the 
heat demand was satisfied to a percentage of 55%. The remaining part was covered by 
natural gas boilers. The payback period was approximately 4.5 years. 
Since the system is quite novel, there are challenges for all the technologies to be 
addressed. A significant challenge to tackle is the selection of a suitable type of gasifier, 
which would be appropriate for highly diverse feedstock compositions. The MSW 
composition can be different from one place to another since it is dependent on various 
parameters, such as the consumer’s habits and income. Pretreatment and sorting of MSW 
before gasification is necessary to ensure an efficient operation, which may, in turn, 
result in higher costs. Moving on to fuel cells technology, the most important burden for 
penetrating the power market is their significant capital costs, estimated to  
3,000 EUR/kW at present. If fuel cells shall compete with other power production 
technologies for stationary applications, the cost must be reduced within the range of 
750-1,500 EUR/kW. In contrast to gasification and fuel cells, absorption cooling is a 
more mature technology, which is, however, on the sideline of the cooling market due to 
the high prevalence of conventional vapor compression cycles. The most commercial 
combinations of operating fluids, water-lithium bromide and ammonia-water, suffer 
from crystallization and corrosion issues, and the values related to COP compared to 
vapor compression cycles are relatively low. As a result, absorption cycles are usually 
preferred when waste heat is available, since it does not result in additional costs, but, on 
the opposite, can contribute to the reduction of electricity costs. 
NOMENCLATURE 
AHeatex   heat transfer area                [m2]  
CAbsorption  cost of chiller              [USD] 
CACI   annual cost             [USD]   
CDepreciation  depreciation cost             [USD]   
CDiscount  discount rate cost             [USD]   
CGasifier   gasifier cost              [USD]   
CInsurance  insurance cost              [USD]   
CMaintenance  maintenance cost             [USD]   
CStack,SOFC  cost of SOFC stack              [USD]   
CTaxation  taxation cost              [USD]   
DCells   cell diameter      [m]   
FAC   cost factor       [-]   
fDiscount   discount factor      [-]   
fInsurance  insurance factor      [-]   
fMaintenance  maintenance factor     [-]   
fTaxation   taxation factor      [-]  
LCells   cell length      [m]   
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
 MSW   mass flow     [kg/sec]   
p   pressure        [bar]   
	
 !"!!  gross power of fuel cell     [kW]  
	
   net power of fuel cell      [kW]  

  cooling duty        [kW] 

  heat exchanger duty       [kW] 
T   temperature         [°C] 
U   heat transfer coefficient  [W/m2K]  
UF   fuel utilisation factor         [-] 
$
 %%   work of compressor       [kW] 
Greek letters 
ηCarnot   Carnot factor                [-] 
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